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ADDITIONAL WIRING DIAGRAMS
For wiring diagrams of ballasts not shown, consult our Customer Service.

1. THREE LAMP RAPID START BALLAST

3. FOUR LAMP RAPID START BALLAST

2. FOUR LAMP RAPID START BALLAST
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SELECT PROPER VOLTAGE
LEAD. CAP UNUSED LEAD.

DO NOT MATE CONNECTOR UNTIL
INSTALLATION IS COMPLETE AND 
AC POWER IS SUPPLIED.

LAMP SELECTION LEADS—REFER
TO INSTALLATION INSTRUCTIONS,
LAMP OPERATION SECTION FOR
VARIOUS OPTIONS.
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TEST ACCESSORY LEADS-
REFER TO INSTALLATION
INSTRUCTIONS FOR PROPER
POLARITY WIRING. 
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SELECT PROPER VOLTAGE
LEAD. CAP UNUSED LEAD.

DO NOT MATE CONNECTOR UNTIL
INSTALLATION IS COMPLETE AND 
AC POWER IS SUPPLIED.

LAMP SELECTION LEADS—REFER
TO INSTALLATION INSTRUCTIONS,
LAMP OPERATION SECTION FOR
VARIOUS OPTIONS.
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FOUR LAMP RAPID START BALLAST
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TEST ACCESSORY LEADS-
REFER TO INSTALLATION
INSTRUCTIONS FOR PROPER
POLARITY WIRING. 
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SELECT PROPER VOLTAGE
LEAD. CAP UNUSED LEAD.

DO NOT MATE CONNECTOR UNTIL
INSTALLATION IS COMPLETE AND 
AC POWER IS SUPPLIED.

LAMP SELECTION LEADS—REFER
TO INSTALLATION INSTRUCTIONS,
LAMP OPERATION SECTION FOR
VARIOUS OPTIONS.

TEST ACCESSORY LEADS-REFER
TO INSTALLATION INSTRUCTIONS
FOR PROPER POLARITY WIRING.
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Wiring and Troubleshooting Tips are available on-line at http://www.iotaengineering.com/wiringtips.pdf


